Use of auto shredder residues generated by post shredder technology in metallurgical furnace

Sylvain Guignot, Nour-Eddine Menad, Françoise Bodénan, Philippe Wavrer, N. Kanari, Philippe Russo

To cite this version:

Sylvain Guignot, Nour-Eddine Menad, Françoise Bodénan, Philippe Wavrer, N. Kanari, et al.. Use of auto shredder residues generated by post shredder technology in metallurgical furnace. 4th International Conference on Engineering for Waste and Biomass Valorisation, Sep 2012, Porto, Portugal. hal-01017124

HAL Id: hal-01017124
https://brgm.hal.science/hal-01017124
Submitted on 1 Jul 2014

HAL is a multi-disciplinary open access archive for the deposit and dissemination of scientific research documents, whether they are published or not. The documents may come from teaching and research institutions in France or abroad, or from public or private research centers.

L’archive ouverte pluridisciplinaire HAL, est destinée au dépôt et à la diffusion de documents scientifiques de niveau recherche, publiés ou non, émanant des établissements d’enseignement et de recherche français ou étrangers, des laboratoires publics ou privés.
USE OF AUTO SHREDDER RESIDUES GENERATED BY POST SHREDDER TECHNOLOGY IN METALLURGICAL FURNACES

S. GUIGNOT¹, N. MENAD¹*, F. BODENAN¹, P. WAVRER¹, N. KANARI² and P. RUSSO³

¹ BRGM - EPI, 3, avenue Claude Guillemin - BP 36009, 45060 Orléans cedex 02, France.
² Laboratoire Environnement et Minéralurgie, UMR 7569 CNRS, Nancy- University, ENSG, BP 40, 54501 Vandoeuvre-lès-Nancy, France
³ Arcelor Mittal, voie Romaine, BP 30320, 57283 Maizières-lès-Metz, France

*Corresponding author: n.menad@brgm.fr, (+33) 2 38 64 47 37

Abstract

A total of 11 Million vehicles are annually discarded in the EU-25. This represents a total of 9 Million tonnes of waste that has to be managed properly. The EU Directive 2000/53/EC, which aims at reducing the use of hazardous substances in vehicles, to facilitate their dismantling and to increase the recovery and use of recycled materials in car manufacturing. Currently between 75 and 85% of End-of-Life Vehicles (ELV) are recycled, mostly for the metal content. The aim of the Directive is to increase the weight of re-use and recovery to 95% by 2015.

The common process to recover value-added materials from the car hulls associates shredding followed by an air classification, leading to a heavy fraction from which ferrous and non-ferrous materials are extracted, and a light fraction, mainly composed of plastics and residuals metals. This fraction undergoes Post-Shredder Treatments, to extract 30-50 wt % of materials valued as energy source in various processes of combustion. Among the remaining materials, two fractions are of great interest for iron and steel making industries: - one contains various plastics mixed with rubbers and traces of metals (copper). This fraction could be used as reducing agent to substitute the coke in blast and electric arc furnaces – a second fraction (-2mm) is rich in iron oxides (18 to 38%) and could be recycled in blast furnace to replace a part of the charged ores. In this respect, the chemical composition of each fraction is critical, and the following elements: Cl, Cu, Zn are to be specifically removed. Indeed, chlorinated compounds (such as PVC) can release corrosive compounds metal chlorides in the dusts, detrimental to the installations. Copper can contaminate and spoil the cast-iron produced. Zinc favors the development of scabs that modify the flow configuration inside the metallurgical furnaces.

The whole objective of the presented work is to define further sequences of separation processes to meet the requirement associated with a use in metallurgical furnaces of these two fractions, as reducing agents and recycled material respectively.

This paper will present the results of chemical and mineralogical characterization of fractions sampled on an industrial line of treatment of automotive residues. The results feed two mass balance models of a blast furnace and an electric arc furnace, to determine the amount of each fractions injectable in both furnaces considering the requirements for a smooth processing of a high-quality pig iron. Two global processes of separation, each dedicated to a given fraction, are also defined with the aim at increasing the quantity introduced in the furnaces.