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Propagation of long-period ground motion in sedimentary basins has been a subject of great interest among seismologists and engineers. Intense long-period ground motions consist primarily of surface waves that get trapped or generated locally as seismic energy travels through sedimentary deposits. In the present work, we investigate the propagation of surface waves in the basins of Kanto and Nobi in Japan, during three relatively recent events: The Mw 6.6 2004 Niigata Chuetsu, the Mw 6.6 2007 Chuetsu-Oki and the Mw 9.0 2011 Tohoku earthquakes. We identify the surface waves using a signal processing technique that detects their polarization characteristics, in the time-frequency space, using orthogonality relations among phase vectors.

Then, by applying the "Normalized Inner Product" (NIP), regions of a particular type of polarization are delineated and filters are applied to isolate the associated surface waves, along with their direction of propagation. With our investigation, we attempt to follow the 'flow' of seismic energy as it approaches just outside the basins, and then how it evolves once inside the basin. Our analysis shows that the long period (< 0.1 Hz) surface wave energy approaching the Kanto basin during the 2011 Tohoku earthquake consists of Rayleigh waves, and that part of the seismic energy is converted to Love waves. In a higher frequency range (0.1 -0.5 Hz), prograde Rayleigh and Love waves were detected in selected areas such as the Chiba sub-basin and the Tokyo lowlands. Regarding the Nobi basin, we find that whereas the Rayleigh waves in the frequency range (0.1 -0.5 Hz) radiated during the 2011 Tohoku earthquake strongly interact with the basin, the Rayleigh waves radiated by the Chuetsu events appear to propagate through the basin unaffected. This difference in basin response is attributed to the different azimuthal direction of incidence of the surface wave energy.

Introduction

The influence of sedimentary deposits in the form of basins on the intensity of strong ground motion has been recognized by Gutenberg [START_REF] Gutenberg | Effects of Ground on Earthquake Motion[END_REF] since the middle of the previous century.

Starting with the seminal theoretical works of Aki and Larner [START_REF] Aki | Surface Motion of a Layered Medium Having an Irregular Interface Due to Incident Plane SH Waves[END_REF] and Bard and Bouchon [3], [START_REF] Bard | The Seismic Response of Sediment-Filled Valleys. Part 2. The Case of Incident P and SV Waves[END_REF],

and the observational study by King and Tucker [START_REF] King | Observed Variations of Earthquake Motion across a Sediment-Filled Valley[END_REF], great progress has been made in addressing the response of sedimentary valleys to incident seismic waves and the body of published literature on the topic is voluminous. Key earthquake events have provided ample evidence of basin-induced surface waves; among them: the 1967 Mw6.6 Caracas earthquake [START_REF] Papageorgiou | Study of the propagation and amplification of seismic waves in Caracas Valley with reference to the 29 July 1967 earthquake: SH waves[END_REF], the 1985 M8.1 Michoacan earthquake [START_REF] Hall | Structural Damage in Mexico City[END_REF], the 1989 MS7.1 Loma Prieta earthquake [START_REF] Graves | Modeling Three-Dimensional Site Response Effects in the Marina District Basin, San Francisco, California[END_REF], the 1995 MW 6.9

Kobe earthquake [START_REF] Kawase | The cause of the damage belt in Kobe: 'The basin-edge effect,' constructive interference of the direct S-wave with the basin-induced diffracted/Rayleigh waves[END_REF], the 2001 M6.8 Nisqually earthquake [START_REF] Frankel | Sedimentary basin effects in Seattle, Washington: Ground-motion observations and 3D simulations[END_REF], and the 2003 MW8.0, Tokachi-Oki earthquake [START_REF] Koketsu | Damaging Longperiod Ground Motions from the 2003 Mw 8.3 Tokachi-oki, Japan Earthquake[END_REF], [START_REF] Hatayama | Control factors of spatial variation of long-period strong ground motions in the Yufutsu sedimentary basin, Hokkaido, during the Mw 8.0 2003 Tokachi-oki, Japan, earthquake[END_REF]. The earthquake engineering community is also well aware of basin effects, as recent earthquake events (including the megathrust Mw 9.0 2011 Tohoku earthquake) have exposed the effects of long-period ground motions on large-scale structures, such as highrise buildings, long-span bridges, fluid-filled tanks, etc. (e.g. [START_REF] Koketsu | Damaging Longperiod Ground Motions from the 2003 Mw 8.3 Tokachi-oki, Japan Earthquake[END_REF], [START_REF] Çelebi | Response of a tall building far from the epicenter of the 11 March 2011 M9.0 Great East Japan earthquake and aftershocks[END_REF]).

Many studies in Japan focusing on the Kanto and Osaka basin [START_REF] Furumura | Anomalous propagation of long-period ground motions recorded in Tokyo during the 23 October 2004 Mw 6.6 Niigata-ken Chuetsu, Japan, earthquake[END_REF]- [START_REF] Asano | Modelling of wave propagation and attenuation in the Osaka sedimentary basin, western Japan, during the 2013 Awaji Island earthquake[END_REF] have observed late-arriving surface waves which have been attributed to a generation process at the edges of the respective sedimentary basins. For basins like Los Angeles basin in California, researchers like Olsen [START_REF] Olsen | Site Amplification in the Los Angeles Basin from Three-Dimensional Modeling of Ground Motion[END_REF], have reported that intense long-period (0 -0.5 Hz) ground motions can be generated by events located far from the basin edge. Other studies have focused on the effect of the azimuthal angle of long-period seismic waves in basins in Japan [START_REF] Denolle | Long-period seismic amplification in the Kanto Basin from the ambient seismic field[END_REF]- [START_REF] Viens | Simulations of long-period ground motions from a large earthquake using finite rupture modeling and the ambient seismic field[END_REF]. Surface waves have been also identified via array analysis, in the long period range in microseismic events (e.g., Seydoux et al. [START_REF] Seydoux | Spatial coherence of the seismic wavefield continuously recorded by the USArray[END_REF]), and in the intermediate period range in noise measurements (e.g., Wathelet et al. [START_REF] Wathelet | Rayleigh wave threecomponent beamforming: signed ellipticity assessment from high-resolution frequencywavenumber processing of ambient vibration arrays[END_REF]). While most of the published literature recognizes the role of surface waves on the amplification of long period ground motion in sedimentary basins, precise analyses of the propagation of surface waves are difficult to find, in particular analyses from strong ground motion recordings. A few distinctive studies of this kind, early on, are the wave propagation analyses of ground motion recordings in three sedimentary valleys in Central Asia [START_REF] Tucker | Dependence of sediment -filled valley response on input amplitude and valley properties[END_REF], in the Los Angeles basin [START_REF] Liu | Array analysis of the ground velocities and accelerations from the 1971 San Fernando, California, earthquake[END_REF], [START_REF] Hanks | Strong Ground Motion of the San Fernando, California, Earthquake: Ground Displacements[END_REF] and in the Mexico Valley [START_REF] Barker | Analysis of wave propagation in the Valley of Mexico from a dense array of seismometers[END_REF]. Part of the problem is the fact that surface waves are present in a seismogram along with other types of waves with similar frequencies and arrival times, and their separation has not been a straightforward task. Furthermore, most basins had not been instrumented with seismic networks dense enough as to allow the mapping of the propagation of the different phases. In the last three decades, the nationwide seismic networks (KiK-net, K-NET) in Japan have recorded major, strong events that have generated intense surface waves. These networks have been deployed with a relatively high density, and with instruments capable to record broad-band strong ground motion with high precision.

In the present work, we study surface wave propagation from strong ground motion recordings, by exploiting the dense seismological K-NET network, in both the Nobi and Kanto basins. The Nobi basin in Japan is a sediment filled valley extending over an area of about 1800 square kilometers. The city of Nagoya, being the fourth-most-populous urban area in Japan with more than 2 million people, is located on the basin. The city has suffered extensive damage during large earthquakes in the past, the 1891 M ~ 8 Nobi earthquake being the most dramatic example [START_REF] Fukuyama | Dynamic rupture propagation during the 1891 Nobi, Central Japan, earthquake: A possible extension to the branched faults[END_REF]. Similarly, the Kanto basin, where Tokyo, the capital of Japan, is located, sustained heavy destruction during the 1923 M ~ 8 Kanto earthquake (e.g. [START_REF] Sekiguchi | Broadband Ground Motion Reconstruction for the Kanto Basin during the 1923 Kanto Earthquake[END_REF]).

We analyze the strong ground motion recordings using a recently proposed method (referred to as the Normalized Inner Product method -NIP for short) [START_REF] Meza-Fajardo | Identification and extraction of surface waves from three-component seismograms based on the normalized inner product[END_REF] to identify the various types of surface waves and extract them. We study the propagation of the very complex wavefield that was generated by the megathrust 2011 Tohoku earthquake, and two smaller earthquake events, the 2004 Chuetsu and 2007 Chuetsu-oki events. With this investigation, we attempt to track the 'flow' of seismic energy as it approaches the basin, and inside it. In that effort we try to focus on the composition of the surface wave energy just outside the basin and then inside the basin. We identify the most energetic Rayleigh waves, indicate if they are retrograde or prograde, and provide their direction of propagation. We also identify intense Love waves, extract their waveforms, and estimate their direction of polarization. We establish if the identified seismic energy in the form of surface waves was converted at the basins, or if it arrives to the basins already in the form of surface waves. Our study, among other things, demonstrates the power of the NIP method in analyzing complex wave-fields. This work is organized in terms of the three earthquake events under study. We first describe the structure of the two basins and briefly present the method of identification of surface waves. Next we compare the surface wave fields generated by the events mentioned above, focusing on the different basin responses. The first event that we present is the Tohoku earthquake, a major event which, due to its large faulting area, radiated to the two basins from a range of azimuthal directions. We then present the Chuetsu and Chuetsu-oki earthquakes together, as these two events have very similar magnitude and similar mechanism and their epicenters are very close to each other.

Sedimentary basins

The Nobi basin, located in the central part of Japan (Figure 1a), is a basin with a maximum depth of 3 km composed of Alluvial, Pleistocene and Tertiary strata [START_REF] Ueshita | Study on Subsidence of the Nōbi Plain[END_REF]. On the other hand, the well-known Kanto basin is a deep and geometrically more complex sedimentary basin with an inland bedrock depth as large as 4 km under the Chiba prefecture [START_REF] Hao | Sedimentary Thickness In The Eastern Kanto Basin Estimated By All-Pass Receiver Function Using Dense Earthquake[END_REF]. The Kanto basin is composed of Quaternary and Tertiary sediments, surrounded on the north and west by mountains composed of volcanic and Pre-Tertiary rocks [START_REF] Kato | 3-D simulations of surface wave propagation in the Kanto sedimentary basin, Japan -part 1: application of the surface wave Gaussian beam method[END_REF]. Figures 1 and2 show the bedrock depth of the two basins, indicated by the depth of the layer corresponding to Vs=2700 m/s, retrieved from the 3D national deep structure model of the National Research Institute for Earth Science and Disaster Resilience of Japan [START_REF] Nied | National Research Institute for Earth Science and Disaster Resilience, K-net, Kiknet[END_REF]. According to Figure 2, the Nobi basin can be considered as one concave deposit of soft layers whereas the geometry of the Kanto basin includes deposits in the form of several elongated branches. As the maximum depths of the Nobi and Kanto basins differ significantly when compared to each other, we can expect different basin responses to the incoming wave fields. We also note in Figure 2 that, for both Kanto and Nobi, the basin edges are steeper on their western sides.

Earthquake events and recording stations

The source parameters of the three events considered in this study are listed in Table 1, where we note that the Chuetsu and the Chuetsu-oki earthquakes have the same magnitude and similar focal depth. In addition of being closely located, the focal mechanisms for these two earthquakes can be considered virtually identical. Several studies (Furumura and Hayakawa [13],

Yoshimoto and Takemura [START_REF] Meza-Fajardo | Identification and extraction of surface waves from three-component seismograms based on the normalized inner product[END_REF]) have already reported the observation of important long period motions associated to these earthquakes. Differing from the Chuetsu and Chuetsu-oki earthquakes by its great size and its location at a subduction zone, the wave field radiated by the Tohoku earthquake allows the observation of different aspects of basin response.

In this study we analyze accelerograms of flat broadband response recorded by the K-NET seismographic network [START_REF] Kinoshita | Kyoshin Net (K-NET)[END_REF] at rock outcrop sites and sites within the basins. The spatial distribution of the stations considered in the study is shown in Figures 1b and1c, although not all stations recorded all three events. We identify and extract Love ad Rayleigh waves based on their characteristic elliptical polarization, which requires that we work with displacement histories. These displacement histories were derived from the recorded acceleration histories, by band-pass filtering between 0.05 and 20 Hz with a second order Butterworth filter, and then integrating in time twice. Figure 3 shows the three components of displacement waveforms at two stations on rock, station GIF024 in Nobi, and station SIT006 in Kanto, during the three events listed in Table 1. We can observe that the frequency content and duration seem very similar during the two Chuetsu events. Furthermore, the displacement amplitudes recorded at the two stations, are comparable (if not the same) for the two events. On the other hand, the amplitudes of the Tohoku earthquake recordings are an order of magnitude greater, as compared to those of the Chuetsu events, clearly because of its great size.

Identification and extraction of surface waves

To study the propagation of surface waves, we make use of a signal processing technique [START_REF] Meza-Fajardo | Identification and extraction of surface waves from three-component seismograms based on the normalized inner product[END_REF] that allows the identification and extraction of wave packets of Rayleigh and Love waves, along with their direction of maximum energy. In the context of waves trapped in a basin, wave packets of different frequencies can simultaneously arrive at a station of interest, and thus the analysis benefits from resolving the signal in the time-frequency domain, by means of the Stockwell Transform [START_REF] Stockwell | Localization of the Complex Spectrum: The S Transform[END_REF]:

, = ℎ | | √2 exp - - 2 exp -2 (1) 
where ℎ is the time-function that is being transformed. Each component of the recorded motion becomes a complex-valued matrix defined in the discrete time-frequency , space.

Equivalently, each complex-valued entry of the matrix may be described by a phasor (or phase vector, i.e. a vector defined by the magnitude and the phase/argument of the complex number that it describes; [START_REF] Bracewell | The Fourier Transform and applications[END_REF]). In Figure 4 we show the amplitudes of the S-transform (i.e. the magnitudes of the phasors) of the vertical components of displacement waveforms presented in Figure 3. We can readily observe in Figure 4 that the dominant frequencies for the two Chuetsu events are in the frequency range 0.1-0.2 Hz, whereas for the large Tohoku earthquake the dominant frequency is below 0.1 Hz. These observations remain consistent for the two stations that are far from each other, one near the Nobi basin and the other near the Kanto basin. Because stations GIF024 and SIT006 are considered to be located on rock, we attribute the observed dominant frequencies to the source characteristics and, possibly, to the propagation path. In particular, the low frequencies (less than 0.1 Hz) observed in the recordings of the Tohoku event, are attributed to the large dimensions of the rupture (e.g. [START_REF] Furumura | Strong ground motions from the 2011 earthquake obtained from a dense nationwide seismic network[END_REF]- [START_REF] Kubo | Source process of the 2011 Tohoku earthquake estimated from the joint inversion of teleseismic body waves and geodetic data including seafloor observation data: Source model with enhanced reliability by using objectively determined inversion settings[END_REF]). However, Figure 4 also shows that the energy radiated by the Tohoku earthquake in the frequency range 0.1-0.5 Hz is still important, and in the sequel, we investigate its interaction with the basins.

The basic idea of the method to extract Rayleigh waves, presented by Meza-Fajardo et al.

in [START_REF] Meza-Fajardo | Identification and extraction of surface waves from three-component seismograms based on the normalized inner product[END_REF], is to identify regions in the time-frequency space where the particle polarization is elliptical. Because ellipticity is a parameter which rapidly changes in a seismogram, we prefer to identify elliptical polarization by the orthogonality of appropriate phasors of the transformed wave train. We look for regions in the , space where there is a ±(π∕2) phase shift between the phasors of the horizontal and vertical displacement components. This reasoning then leads naturally to the use of the inner product as a tool to identify orthogonality between phasors. The inner product will be zero if the phasors are orthogonal. Furthermore, if the phasors of two components (say the vertical and a horizontal) are orthogonal but one performs a ±(π∕2) shift in one of them (say, the phasor of the vertical component of a Rayleigh wave), then the inner product of the two components will be close to 1, if the phasors are normalized by their magnitudes. As shown in [START_REF] Meza-Fajardo | Identification and extraction of surface waves from three-component seismograms based on the normalized inner product[END_REF], the normalized inner product (NIP) of Rayleigh wave components is a parameter that presents less variation with time and frequency as compared to other measures of ellipticity. Then, we can effectively construct filters in the time-frequency , space to isolate and retain only those regions where the NIP is close to 1 (say NIP > 0.8), and retrieve the waveforrms (that is, the time histories) of the desired Rayleigh waves by inverting back to the time domain. The extracted Rayleigh waves are retained only if the correlation coefficient between the time histories of the horizontal and (shifted) vertical component is higher than 0.8.

On the other hand, the inner product has proved to be useful also in identifying the direction of polarization (or, equivalently of maximum energy) of the horizontal component of a wave train [START_REF] Meza-Fajardo | Identification and extraction of surface waves from three-component seismograms based on the normalized inner product[END_REF], [START_REF] Meza-Fajardo | Estimation of rocking and torsion associated with surface waves extracted from recorded motions[END_REF], because it can be used to find the two orthogonal horizontal directions for which the correlation is minimum. In the latter case the direction of polarization of Love waves can be also identified. We refer the readers to the previous publications [START_REF] Meza-Fajardo | Identification and extraction of surface waves from three-component seismograms based on the normalized inner product[END_REF], [START_REF] Meza-Fajardo | Estimation of rocking and torsion associated with surface waves extracted from recorded motions[END_REF] where they can find more details on the wave extraction technique.

In the present work, we implement the filtering technique described above at each station independently, and assuming that the surface wave energy dominating the three-component seismogram corresponds to retrograde Rayleigh waves, as it is the mode most commonly observed in ground motion recordings. Prograde Rayleigh waves are also investigated, especially when the direction of retrograde wave propagation among several stations cannot be verified.

Finally, waveforms for Love waves are detected independently at each station after both retrograde and prograde Rayleigh waves have been filtered out of the seismogram.

The 2011 Tohoku earthquake

Surface waves in the lower frequency range (0.05-0.1 Hz) provides convincing evidence of the passage of the long-period (0.05 -0.1 Hz) Rayleigh wave phase. Deviations from the average direction of propagation may be attributed to lateral variations of the velocity profile of the medium. On the other hand, the Rayleigh waves of Figure 5a in the Kanto basin interact with the northern edge of the basin. Specifically, the incident surface wave energy is diffracted by the edge that is separating the two linear branches of the basin at the north. As a result of this diffraction, part of the incident seismic energy is 'channelled' along the north-western linear branch of the basin. [Parenthetically we note that such 'channeling effects' have been reported by Miyake & Koketsu [START_REF] Miyake | Long-period ground motions from a large offshore earthquake: The case of the 2004 off the Kii peninsula earthquake, Japan[END_REF], for basins in Japan, and by Olsen et al. [START_REF] Olsen | TeraShake2: Spontaneous rupture simulations of Mw 7.7 earthquakes on the Southern San Andreas fault[END_REF], for basins in California.] We also identify retrograde Rayleigh waves in the Kanto basin that propagate to the southeast, with an average azimuth of 158 degrees, as shown in Figure 5b. This particular phase is interpreted as being seismic energy diffracted from the steep north-eastern edge of the basin (indicated by the thick solid line in Figure 5b). Figure 5b displays the presence of these waves only at some stations on the southeast quadrant of the basin (around the Chiba area). We also note that there is an amplification of these diffracted waves at the stations located on the deepest part of the Chiba area (for example, stations CHB013 and CHB016). Rayleigh waves arriving to the Kanto basin are not only being diffracted at its northern edge, but also they are being converted to Love waves in the Chiba area. We also note that the identified Love waves are detected mainly in the deepest parts of the basin, having significantly reduced amplitudes when they reach the Chiba sub-basin edges. Along with the diffracted Rayleigh waves identified earlier for the Chiba area (Figure 5b), we can consider them as basin-generated surface waves.

Surface waves in the higher frequency range (0.1-0.5 Hz)

Figure 8 and 9 display the Rayleigh waves identified in the range 0.1-0.5 Hz propagating through the Kanto and the Nobi basin, respectively. The figures were composed following the same procedure used in Figure 5. The identified waves are not as strong as the corresponding waves in the range of 0.05-0.1 Hz, but being associated with higher frequencies and having amplitudes beyond 6 cm they can potentially have a detrimental effect on engineering structures (e.g., Meza-Fajardo and Papageorgiou [START_REF] Meza-Fajardo | Response of tall buildings to base rocking induced by Rayleigh waves[END_REF]). For this higher frequency range, it is clear from Figure 8 and Figure 9 that the incident seismic wave-field interacts strongly with the two basins, as the direction of propagating of the extracted waves varies significantly among stations, and the coherency is rapidly lost as the waves propagate. Furthermore, in the case of the Kanto basin we identify both retrograde and prograde Rayleigh waves, shown in Figures 8a and8b respectively.

This finding is illustrated in Figure 10, where we plot the particle motion in the vertical plane oriented in the direction of propagation at stations SIT001 and CHB006. Figure 10a clearly shows that the first Rayleigh wave train identified at station SIT001 (between 120-140 s) is retrograde, as the sense of rotation is opposite to the direction of propagation (given by the positive sense of R; R denotes direction of maximum energy or direction of propagation). For station CHB006 (Figure 10b) we selected the second wave train (between 130-150 s) because its low frequency allows for a clearer drawing of the ellipse, and a prograde particle motion is indeed observed.

In Figure 8a we observe multiple wave trains of retrograde Rayleigh waves at most selected stations. These wave trains are responsible for the long duration of the motion in the basin. By looking at the size of the arrows, which is proportional to the amplitude of the extracted waves, we observe that the strongest waves are identified in the deepest parts of the Chiba and Gunma-Saitama areas. As expected, the identified Rayleigh waves arrive with strong intensity from the east, and as they leave the basin on the western edge, they are significantly less energetic, due to the strong interaction with the Kanto basin. In the case of the prograde waves (Figure 8b), the strongest wavetrains are found in the Chiba and the Tokyo bay area. When compared to the retrograde Rayleigh waves, we note that these prograde waves arrive at the stations at relatively later times, which suggests that they are a very localized basin effect. This observation is reinforced by the fact that in Figure 8b prograde waves are identified only within the basin and only in its eastern part. Then, it is reasonable to conclude that the prograde waves, identified both in the Tokyo bay area and in the Chiba area, are basin-generated Rayleigh waves and they are in the frequency range of 0.15-0.2 Hz (that is, 5-6.7 s). These results are consistent with those of Boué et al. [START_REF] Boué | Beyond basin resonance : Characterizing wave propagation using a dense array and the ambient seismic field[END_REF], who had already pointed out a prograde mode between 4.7 and 7.6 s for the Kanto basin from analyses of ambient seismic fields. In passing we mention that Tanimoto and

Rivera [START_REF] Tanimoto | Prograde Rayleigh wave particle motion[END_REF], on the basis of theoretical analysis, attribute prograde Rayleigh wave particle motion to the existence of very slow (i.e. soft) deposits on top of very thick sediments.

A different response is observed with the retrograde Rayleigh waves identified in the Nobi basin, shown in Figure 9. A coherent pulse with central frequency of 0.15 Hz is identified at the borders of the basin at stations GIF024 and AIC009, but as the energy reaches the deeper parts of the basin, the pulse is no longer distinguishable. On the other hand, we observe an elongated duration of the Rayleigh waves at station AIC011 which is located in a deeper part of the basin.

The longer duration is a consequence of seismic energy being trapped in the basin. This energy, in the form of surface waves, traverses the basin more than once, after being reflected at the edges of the basin. An interesting observation regarding Figure 9 is that although the overall direction of propagation in this higher frequency range (0.1 -0.5 Hz) is westward, the seismic energy, when it reaches the western, steeper edge of the basin, is partially reflected, while most of the seismic energy is diffracted to the south (this is clearly evident in the record MIE009). The latter phenomenon is reminiscent of a similar diffraction of the incident seismic energy caused by the Hachioji line at the western edge of the Kanto basin, reported for Love waves by Kinoshita et al. [START_REF] Kinoshita | Secondary Love waves observed by a strong-motion array in the Tokyo lowlands, Japan[END_REF], and Koketsu and Kikuchi [START_REF] Boué | Beyond basin resonance : Characterizing wave propagation using a dense array and the ambient seismic field[END_REF].

In Figure 11 we present the extracted Love waves in the Kanto basin in the range 0.1-0.5 Hz.

The intermittent line in the map indicates an estimate of the direction of propagation of the Love waves considering it should be normal to the direction of polarization. We observe in Figure 9 that the direction of propagation of the Love waves is to the south-west, clearly different from the direction of propagation of the Rayleigh waves in the same frequency range (Figures 8a and8b).

However, the direction of propagation of these Love waves (Figure 11) remains very close to the direction of propagation of the lower frequency (0.05-0.1 Hz) Love waves of Figure 7. We also note that for both frequency ranges, most Love waves are polarized in a direction parallel to the northern edge of the Kanto basin. The amplitudes of these waves are remarkably higher as they are more than two times the amplitude of the Rayleigh waves identified in the same frequency range. With an amplitude of 15 cm and with a central frequency of 0.14 Hz these waves can subject high-rise buildings and long-period structures to potentially destructive torsional excitation (e.g., Cao et al. [START_REF] Cao | Effects of wave passage on torsional response of symmetric buildings subjected to near-fault pulse-like ground motions[END_REF]). Furthermore, Figure 11 clearly shows that the southern part of the Kanagawa area is not much affected by these Love waves, and it is the Tokyo bay and northwestern Chiba areas where they are much stronger. The amplitudes of these Love waves appear significantly reduced in the southern stations of the Chiba area, and they are negligible outside the basin, suggesting that these waves too are basin-generated surface waves.

Quantitative characterization of surface waves in the Kanto basin

In this section we proceed to quantify basin effects by analyzing the surface waves previously identified, focusing on the waves that we have characterized as 'basin-generated'. We consider only the basin-generated waves in the frequency range (0.1-0.5 Hz), since basin effects at lower frequencies are not relevant for engineering structures. We quantify the surface waves under investigation using two parameters: (1) central frequency , which is defined as the frequency associated with the maximum amplitude of the S-Transform of the extracted waves; and (2) amplification coefficient .

Typically, the definition of amplification necessitates the use of a reference station on rock. However, in the present case, this is not possible as 'basin-generated' waves exist only in the sediments of the basin and do not exist on rock. We proceed to estimate amplification of the prograde Rayleigh and the Love waves extracted at the Kanto basin in the frequency range (0.1-0.5 Hz) by considering two different definitions of the coefficient of amplification . One way to quantify amplification is by using the amplification coefficient defined as follows:

= max | , | • " max | " , " | • (2) 
where , is the Stockwell Transform of the extracted waves at a station of 'observation', and " , is the Stockwell Transform of the extracted waves at a 'reference' station. By necessity, both stations are located inside the basin. Frequencies and " are the central frequencies of the extracted waves at the station of 'observation' and the 'reference' station, respectively. The ratio of Eq. ( 2) then takes into account the fact that we are comparing wave amplitudes of different frequencies, a necessary consideration when analyzing dispersive wave packets [START_REF] Gendrin | Wave packet propagation in an amplifying medium and its application to the dispersion characteristics and to the generation mechanisms of Pc 1 events[END_REF]. Furthermore, to minimize interference with other type of surface waves (Love waves for example), we use the vertical component to measure the amplification coefficient of the Rayleigh waves. As 'reference station', we select a station that is at the beginning of the wave-path of the basin-generated waves, where these particular waves are at their inception. In Figure 12a we show the spatial distribution of the central frequency of the identified prograde Rayleigh waves, and in Figure 12b the corresponding amplification coefficient . Based on Figure 8b, we selected station CHB005 as the reference station. For a better illustration of the results, in Figure 12a we size the circles according to the amplification coefficient shown in Figure 12b. Figure 12 illustrates not only that the prograde Rayleigh waves are stronger at the northern edge and on the Chiba sub-basin, but also the dominant frequency associated with these waves decreases as they reach the southern edge of the basin. Evidently, depth of the sediments appears to be the controlling factor of the central frequency of these waves. Spectral Density (PSD) function of the stochastic process, a realization of which is the signal (strong motion recording) under analysis [START_REF] Priestley | Some Notes on the Physical Interpretation of Spectra of Non-Stationary Stochastic Processes[END_REF], [START_REF] Priestley | Evolutionary Spectra and Non-Stationary Processes[END_REF]. Specifically, $ % && , 2 = (2√ ) *| , | . We proceed to define a 'frequency function' + , (which is a measure of the energy of the signal at frequency ) and its average value + , -. for the range of frequencies ℓ < < 1 over which the energy of the signal is distributed :
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) = 0.995. This approach is adopted to avoid frequency ranges at the margins, over which the energy is practically zero, which biases the value of + , -. . Based on the above considerations, we define the alternative amplification coefficient as follows :
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is associated with the total signal (i.e. all phases / types of waves are included), while + ,_@ AB -.

is associated with the signal after surface waves have been extracted and only body waves remain in the signal. It should be pointed out that appears to be a stable measure of amplification, unlike which is sensitive to the choice of a reference station and to the specific frequencies involved in its definition. Evidently, if there are no extracted surface waves in the strong motion record, then = 1. It must be pointed out that measures the amplification of surface waves relative to the body waves of the same station which themselves may undergo a measure of amplification due to the presence of the sediments.

Figures 12a and 13a display the central frequency and the amplification coefficient of

prograde Rayleigh and Love waves, respectively. The central frequency appears to be controlled by the depth of the sediments for both types of surface waves (Figures 12a and13a).

Regarding the amplification coefficient , the picture appears to be rather clear for Love waves (Figure 13b): appears to increase with the depth of the sediments, as one moves away from the northern edge of the Chiba sub-basin which apparently was the diffractor that generated these waves. Turning our attention to the amplification of the prograde Rayleigh waves, as measured by the coefficient (Figure 12b), the results indicate that the highest amplifications are registered in the vicinity of the deepest parts of the Chiba sub-basin.

Considering now the amplification coefficient , shown in Figures 14b and14d, we observe that the values obtained are much lower than the corresponding coefficients . Let us recall that has a different meaning than , since it measures how much the surface waves increase the body wave energy in a frequency range at a station. Therefore, it is not surprising that the two coefficients and give different results, and the choice between the two should be based on the analyst's objectives. However, we note that for both coefficients and , the amplification of Love waves is consistently higher as compared to amplification of Rayleigh waves.

Furthermore, for both and , the amplification of Love waves (Figure 14d) is strong in the neighborhood of the northern edge of the Chiba sub-basin while it is lower everywhere in the southern part of the area. On the other hand, for prograde Rayleigh waves the values of do not exceed 1.5 and the highest values are in the area of the northern edge of the Chiba sub-basin (Figure 14b). The spatial distributions of the amplification coefficients and are very different, since the highest values of are located in the deepest part of the Chiba sub-basin (Figure 12b), mainly in part due to the very low central frequencies identified in that region.

Another parameter that may be computed from energy estimations via de S-transform is the relative group delay time CD , which is defined as the time delay of arrival of the maximum amplitude of the S-Transform of the extracted wave relative to the time of arrival of a reference frequency D :

CD = 5 • | EF , | 2 5 | EF , | 2 - 5 • | @ AB , D | 2 5 | @ AB , D | 2 (5) 
Since in the recordings we observe basin effects at frequencies below 1 Hz, we select 2 Hz as the reference frequency D . We associate this reference frequency D to body waves, regarding possible dispersion effects for these waves as not significant. On the other hand, surface waves are known for propagating as highly dispersive wave packets and usually having a late arrival time, elongating the duration of the signal, and thus the relative time delay is a parameter of interest to quantify surface waves. Eq. ( 5 

The Chuetsu and Chuetsu-oki earthquakes

Surface waves in the frequency range (0.1-0.5 Hz)

We perform a similar surface wave analysis for the Chuetsu and Chuetsu-oki events, but now we focus only in the frequency range 0.1-0.5 Hz, as this is the frequency range we identified in Figure 4 for these two events. Also, due to space limitations we only estimate the central frequency of the extracted waves and the amplification coefficient . In Figures 15 and16 we present the waveforms and direction of propagation of the retrograde Rayleigh waves identified on the recordings of the basins. We start again with the Nobi basin (Figures 15a and15b), which is receiving seismic radiation by these two events from the northeast. Retrograde waves with the same central frequency (0.13-0.15 Hz) arrive to the Nobi basin during both Chuetsu earthquakes, the Rayleigh waves from the Chuetsu-oki event being more energetic. From Figure 15 we make the following observations: (i) there is little loss of coherency among stations located at very different points on the Nobi basin, (ii) the direction of propagation of the extracted waves is similar among stations, and (iii) amplification is present only at stations MIE003, located over the deepest part of the basin. The extracted Rayleigh waves identified previously (Figure 9) for the Tohoku earthquake have similar central frequency, but apparently the incident seismic field has a broader frequency content, as compared to the almost monochromatic incident wave-field of the two Chuetsu events (Figures 15a,b). Furthermore, the Nobi basin receives radiation from both Chuetsu events over a very narrow range of azimuthal angle (practically from one azimuthal angle) while in the case of the Tohoku event the basin receives radiation over a wider range of azimuthal angles, due to the very large size of the Tohoku source.

In the Kanto basin we observe that the propagation of retrograde Rayleigh waves is again similar for the two Chuetsu earthquakes (Figures 16a and16b). A Rayleigh wave train of shorter duration (relative to that of Nobi), propagates with an average azimuthal direction close to 120 degrees, and is amplified at stations GNM008 and GNM010. We observe same amplitudes and frequencies at several stations that recorded the two events, for example, stations GNM010 and CHB005. After leaving the narrow channel-type structure the wave train is reduced in coherency and amplitude, as it is scattered and 'diffused' within the basin. A coherent wave train can be identified (for both events) traveling south along the edge of the basin, osculating the western edge of the basin and, interestingly, no retrograde Rayleigh waves are detected in the deepest parts of the Kanto basin. The phases observed on stations IBR014 and CHB005 for the Chuetsu earthquake, and on stations CHB004 and CHB005 for the Chuetsu-oki earthquake, may be dispersed (and possibly diffracted) versions of the corresponding phases observed earlier in the narrow channel-type structure.

In Figures 17(a propagate along an East-West direction (see Figure 8b), whereas for the Chuetsu events they propagate along an average azimuthal direction close to 150 degrees, which suggests that these prograde waves propagate in the Tokyo bay area without a preferred direction related to the basin structure. Finally, the maps in Figures 17(a) and (b) show how these prograde waves become weaker and diffracted as they approach the southeastern border of the basin.

Next, we turn our attention to the Love waves identified in the Kanto basin during the Chuetsu events, the time histories of which are displayed in Figures 18(a) and (b). We observe that the most energetic Love waves are present in the Saitama-Tokyo area, including the Tokyo bay area. In the Chiba area the amplitude of the Love waves is considerably smaller, even though the basin reaches its maximum depth in this area, illustrating once more the importance of the azimuthal direction of the energy arriving at the basin. It is worth pointing out that once again the Love waves identified near the northern edge of the basin are polarized in a direction parallel to that edge. The waves identified close to the western edge (which is oriented along a north-south direction) of the Kanto basin are also polarized in a direction parallel to the edge. That Love waves can be generated by the north-western edge of the Kanto basin has been suggested by Kinoshita et al. [START_REF] Kinoshita | Secondary Love waves observed by a strong-motion array in the Tokyo lowlands, Japan[END_REF], based on observations from previous events arriving from the southwest.

Furthermore, this 'behavior' of Love waves polarized parallel to the edge of a basin has been already observed in other basins, like Los Angeles basin [START_REF] Joyner | Strong motion from surface waves in deep sedimentary basins[END_REF].

Amplification of surface waves in the Kanto basin

In the previous section, we illustrated how the two (very similar) Chuetsu events reproduced very closely the propagation of the simple Rayleigh retrograde wave-train arriving to the Kanto Basin from the northwest, along with the generation of Love and prograde Rayleigh waves. The similarity is more evident when we map the central frequencies and amplification factors of the extracted waves. In Figures 19 and20 we present the quantification of these parameters for the waves that we consider 'basin-generated' (the prograde Rayleigh and Love waves). Stations GNM010 and GNM013 were selected as reference stations for Love and prograde Rayleigh waves, respectively. Note that even though station GNM009 is at the beginning of the wave path as displayed in Figure 18, we cannot use it as reference station since 

Conclusions

We have identified and analyzed surface waves in the Nobi and Kanto basins in Japan, recorded during the Tohoku, Chuetsu and Chuetsu-oki earthquakes. We have extracted the waveforms of the different types of surface waves (retrograde Rayleigh, prograde Rayleigh and Love waves)

and we have quantified their direction of polarization/propagation. We consider three earthquake events which allow us to perform comparisons among (a) a very large and two smaller events exciting the basins from different azimuths, and (b) two events ('twin' events) having close epicentral location and similar focal mechanisms. In order to quantify basin effects we measure the central frequency of the extracted waves and we estimate an amplification coefficient, giving for the first time a measure of amplification of extracted surface waves. We also present preliminary results of the relative group delay time CD of the basin generated surface waves (Love waves and prograde Rayleigh waves in the frequency range 0.1 -0,5 Hz) in the Kanto basin during the 2011 Tohoku earthquake. We can summarize the findings of our study as follows:

-Low frequency (<0.1 Hz) seismic energy, in the form of retrograde Rayleigh waves arriving at Nobi during the Tohoku earthquake, does not interact with the basin. On the other hand, the higher frequency (0.1-0.5 Hz) Rayleigh waves incident on the basin, interact with the Nobi basin, being diffracted and amplified by it. The latter observation is in contrast to the fact that the (0.1-0.5 Hz) Rayleigh waves, arriving at Nobi during the two Chuetsu earthquakes, do not interact with the basin. We attribute this difference in response to the fact that for the Chuetsu events the azimuthal direction of incidence is very narrow as compared to that during the Tohoku earthquake. In the latter event, due to its great size, radiation is arriving at the Nobi basin over a considerably wider azimuthal range. Some of the azimuthal angles of the latter range may favor interaction of the basin with the incident Rayleigh waves in the frequency range 0.1-0.5 Hz.

-Seismic energy radiated by the Tohoku event, in the low frequency range (<0.1 Hz), consisting of retrograde Rayleigh waves was diffracted by the Kanto basin. One of the consequences of that diffraction was the generation of Love waves. The Kanto basin is deeper and considerably larger/wider as compared to the Nobi basin. This fact, along with the smooth velocity gradients with depth of the sediments, may have favored strong excitation of Love waves in the Kanto basin, as suggested also by Yoshimoto and Takemura [START_REF] Yoshimoto | A study on the predominant period of long-period ground motions in the Kanto Basin , Japan[END_REF], [START_REF] Yoshimoto | Surface wave excitation at the northern edge of the Kanto Basin, Japan[END_REF].

- -It is important to note that Love waves (0.1-0.5 Hz) in the Kanto basin can reach as high as twice the amplitude of the Rayleigh waves in the same frequency range. This has important implications for the torsional response of high-rise buildings and should be an important consideration in the design process of such important structures.

-The spatial distribution of the central frequency of the extracted Love waves was very similar for the three events, linking this central frequency to the local basin structure. Also, for all three events, the observed central frequencies of the Rayleigh waves were higher than those of the Love waves.

-For the three events, the peak values of Love wave amplification, were located in the vicinity of the Tokyo bay area, and are probably related to the saturation of the lowlands. However, amplification of Love waves during the Tohoku earthquake reached values three times higher than the peak values of amplification during the Chuetsu events. This indicates that amplification may be affected by the azimuthal direction of incidence.

-Both Chuetsu events (being 'twin' events as having the same magnitude and the same mechanism) generated very similar Rayleigh and Love waves, and very similar spatial distribution of amplification. This observation suggests that although the generation and propagation of seismic waves involve many uncertainties, key physical features of their generation and propagation are repeatable, and therefore can be modeled and predicted. It should be pointed out though that, as Mukai et al. [START_REF] Mukai | Causes of Azimuthally Dependent Amplification Variations of Long-period Ground Motions in the Kanto Basin, Central Japan[END_REF] and Uetake [START_REF] Uetake | Effects of subsurface structures of source regions on longperiod ground motions observed in the Tokyo Bay area , Japan[END_REF] have demonstrated, factors such as the heterogeneous subsurface structure may affect, on occasion significantly, the seismic excitation and response of sedimentary basins. However, it is imperative that more events are analysed in order to identify patterns of generation/amplification of surface waves in sedimentary basins, so as to identify the factors that control their generation and intensity and, eventually, to develop the capability to predict them and synthesize them with confidence. 
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Table 1. Earthquake events considered for surface wave analysis in Nobi and Kanto basins. Earthquake information is based on the catalogue of the Japan Meteorological Agency. Time is local time (JST).

Name

Event time Magnitude MJMA Latitude Longitude Depth (Km) Note

Niigata-Chuetsu (1) 
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 55 Figure 5 displays the identified and extracted retrograde Rayleigh waves on both basins in the
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 6 Figure 6 displays a very different basin response for the extracted retrograde Rayleigh
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 13 Figure 13 displays the central frequency and amplification coefficient of the extracted Love

  ) (above) makes feasible the automation of the process of CD determination. Figures14a and 14cdisplay the relative group delay time CD of the prograde Rayleigh and Love waves, respectively, in the 0.1-0.5 Hz frequency range. We observe that the relative time delay of Love waves is more organized in space compared to that of the prograde Rayleigh waves. For both prograde Rayleigh and Love waves, we observe that the maximum values of CD are similar and that they are located in the Tokyo lowlands, finding also high values of CD at the Chiba sub-basin. Those are the regions where the identified surface waves (especially Love waves) have very low central frequencies, suggesting that the dispersion of surface waves is highly influenced by the local geological structure.

  ) and (b) we present the prograde Rayleigh waves identified at the Kanto basin during the two Chuetsu events. Considering the randomness inherent to all seismic events, there is a striking similarity among the waveforms and the spatial distribution of the stations where prograde waves were identified during the two events. The waveforms identified on the recordings of stations located in the Tokyo bay area have strong amplitudes [as indicated by the arrows in Figures17(a) and (b)], and they also have a significantly longer duration, relative to the retrograde waves. Let us note that numerous long-period high-rise buildings are located in the Tokyo bay area, which can be significantly affected by these waves having central frequencies in the range 0.12-0.16 Hz. During the Tohoku earthquake the prograde waves in the Tokyo bay area

  Figures 13 and 20), suggesting that the central frequency of Love waves is strongly dependant on

  Prograde Rayleigh waves and Love waves are observed in the Kanto basin (Tokyo lowlands and the Chiba area) in the frequency range 0.1-0.5 Hz. Conditions favoring the generation of prograde Rayleigh waves include the existence of very soft layers overlying very deep sediments. These conditions apparently exist in the Tokyo lowlands and the deeper parts of the Chiba sub-basin.
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Figure 14 .

 14 Figure 14. Amplification of surface waves in the range 0.1-0.5 Hz in Kanto basin during the 2011
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 15 Figure 15. Retrograde Rayleigh waves in the Nobi basin extracted in the frequency range 0.1-0.5
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 16 Figure 16. Retrograde Rayleigh waves in the Kanto basin extracted in the frequency range 0.1-0.5
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 17 Figure 17. Prograde Rayleigh waves in the Kanto basin extracted in the frequency range 0.1-0.5
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 18 Figure 18. Love waves in the Kanto basin extracted in the frequency range 0.1-0.5 Hz. (a) During
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 19 Figure 19. Amplification of prograde Rayleigh waves in the Kanto basin extracted in the
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 1 Figure 1. The Nobi and Kanto basins. (a) Location of the basins (indicated by the squares), and locations of the epicenters of the events (indicated by stars), considered in this study. (b) Spatial distribution of K-NET stations in the Nobi basin. (c) Spatial distribution of K-NET stations in the Kanto basin. The contour plots indicate the depth corresponding to Vs=2700 m/s, with a level step of 500 m. For clarity, stations at Tokyo bay are not shown in (c). The stations codes at the Chiba sub-basin start with the letters CHB, at the Gunma-Saitama area with the letters GNM or SIT, and at the Tokyo bay area with letter TKY.

Figure 2 .

 2 Figure 2. 3D deep structure model for a Vs=2700 m/s provided by NIED for (a) Kanto basin, and (b) Nobi basin. Whereas the Nobi basin apparently can be characterized as consisting of a single sub-basin, we can observe that the Kanto basin is composed of several sub-basins.
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 3 Figure 3. Displacement waveforms at rock stations during three different events. (a) Station SIT006 at Kanto basin, and (b) station GIF024 at Nobi basin. Zero pads have been added at the end of the recordings so that all timehistories have the same time length.
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 45 Figure 4. Amplitudes of the S-transform of vertical components recorded during three different events. (a) Station SIT006 at Kanto basin, and (b) station GIF024 at Nobi basin.We can observe the similarities in frequency content of the two Chuetsu events, with dominant frequencies between 0.1 and 0.2 Hz, at the two stations. For the Tohoku earthquake the dominant frequency at both stations evidently is below 0.1 Hz.

Figure 6 .

 6 Figure 6. Extracted retrograde Rayleigh waves in the frequency range 0.05-0.1 Hz during the 2011 Tohoku earthquake propagating to the west in the Nobi basin. The direction of polarization in the horizontal component at each station is indicated on the top panels by the arrows. On the bottom we display the time-histories of the horizontal and vertical components of extracted wave trains. The time-history of the vertical component has been shifted 90 degrees with respect to the horizontal component.
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 78 Figure 7. Extracted Love waves in the range 0.05-0.1 Hz in Kanto basin during the 2011 Tohoku earthquake in the Chiba area. The direction of polarization in the horizontal component at each station is shown on the left panel. The right panel shows the time histories of the horizontal component. In the case of Love waves, the direction of propagation is expected to be normal to the direction of polarization.

Figure 9 .Figure 10 .

 910 Figure 9. Extracted Retrograde Rayleigh waves in the frequency range 0.1-0.5 Hz during the 2011 Tohoku earthquake.
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 11 Figure 11. Extracted Love waves in the range 0.1-0.5 Hz in Kanto basin during the 2011 Tohoku earthquake. The direction of polarization in the horizontal component at each station is shown on the left panel. The right panel shows the time histories of the horizontal component.
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 121314151617181920 Figure 12. Amplification and central frequency of prograde waves in the range 0.1-0.5 Hz in Kanto basin during the 2011 Tohoku earthquake. (a) Central frequency of extracted waves, (b) Amplification coefficient .
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